
B&H ACRYLUX CEMENT PRIMER is 100% Acrylic Emulsion modified
Water-based primer. It is ideal for both Exterior and Interior walls,
masonry surfaces, asbestos surfaces and brick work. It has
excellent adhesion and hiding properties on cemented/masonry
surface. 

B&H ACRYLUX INTERIOR EMULSION PAINT is 100% Acrylic
Emulsion modified Water-based paint. The paint is ideal for
interior use. It has Good Scrub Resistance and Longevity. It gives
excellent finish to the walls.

B&H ACRYLUX DUST-PROOF EXTERIOR EMULSION PAINT is 100%
Acrylic Emulsion modified Water-based paint. The paint is ideal
for exterior use in any climate. It has Good Scrub Resistance and
Dirt Pick-up Resistance. It gives Great performance and is
resistant to the Weather effects.

B&H ACRYLUX ULTRA EXTERIOR EMUSION PAINT is 100% Acrylic
Emulsion modified Water-based paint. The paint is ideal for
exterior use in any climate. It has Excellent Gloss, Scrub
Resistance and Dirt Pick-up Resistance. It gives Excellent
performance and is resistant to the Weather effects.



ACRYLUX

On normal masonry surface by
brushing

HOW TO APPLY

PRODUCT BENEFITS

PRODUCT FEATURES

Base White*

Shelf life: 2 years from date of manufacture
in original tightly closed containers away
from direct sunlight and excessive heat. 

PLASTER New masonry surfaces must
be allowed to cure completely. It is
recommended to allow 28 days as
the curing time for new masonry
surfaces.
CLEANING Surface should be free
from any loose paint, dust or grease.
Growths of fungus, algae or moss
should be removed by wire brushing
and water. 
In case of areas having excessive
dampness, use B&H Damp-Proof
Clear Coat to limit further dampness. 
When the underlying surface exhibits
chalkiness, in spite of thorough
surface cleaning, do another coat of
B&H Damp-Proof Clear Coat.
FILLING FOR CRACKS Fill cracks upto
3mm.
FILLING FOR HOLES & DENTS 
In case of dents and holes, use Wall
Putty or White Cement and Fine sand
in the ratio 1 : 3.

ACRYLUX Series is specially formulated to
withstand extreme tropical conditions of high
rainfall, humidity and heat

ACRYLUX Series provides extremely good
protection against alkali and UV degradation
thus ensuring that the shade doesn’t fade for a
long time and the paint lasts longer

*1700 Shades using Tints
from Any of the Brands
available in the market
can be used.

Refer to sheen levels in technical details

ACRYLUX Series comes in Base-White and can be
tinted in over 1700 attractive shades using Tints
from any brands available in the market that
includes dark shades that provide excellent hiding.

ACRYLUX Series provides excellent resistance
to growth of algae and fungi on the walls &
prevents appearance of black spots on walls.

**Actual coverage may vary from the quoted
coverage due to factors such as method and
condition of application and surface roughness
and porosity.

WASHABILITY

AVAILABLE PACKS

PRE PAINTING STEPS

FINISH

COLOURS AVAILABLE

PAINT APPLICATION PROCESS

COVERAGE

1 COAT
 

2 COATS

EXTERIOR WALL PRIMER
BRUSH / ROLLER / SPRAY

APPLICATION

WALL PUTTY / 
WHITE CEMENT MIX

FIRST COAT
B&H EXTERIOR / INTERIOR
EMULSION
BRUSH / ROLLER / SPRAY

SECOND COAT
B&H EXTERIOR / INTERIOR
EMULSION
BRUSH / ROLLER / SPRAY

Step 1

Step 2

Step 3

Step 4

STEPS

 WATE
R

 WATER

 WATER

 WATER

THINNER

BRUSH 40
ROLLER 40
SPRAY      40

BRUSH 40
ROLLER 40
SPRAY       40

DILUTION%
(BY VOLUME)

BRUSH   90 - 110
ROLLER 90 - 110
SPRAY    40 - 45

BASED ON
REQUIREMENT TO

FORM PASTE

BRUSH 25 - 35
SPRAY  25 - 35

BRUSH 25 - 35
SPRAY  25 - 35

PASTE
FORM

BRUSH 15 - 18
SPRAY 33

APPLICATION
VISCOSITY (SEC)

WATER BASED

4 HRS

4 HRS

HORIZONTAL SURFACES LIKE TOP OF WINDOWS, LEDGES SHOULD BE PAINTED WITH 3 COATS OF APEX FOR GREATER PROTECTION

4 - 6 HRS

4 - 6 HRS

RECOATING
PERIOD (HOURS)

1. As measured through a Ford cup. 2. Recoat period is quoted for 25°C and 50% Relative Humidity, these may vary
under different conditions. 3. Some shades may require 3 coats for proper hiding.

HIGH

MEDIUM

LOW

Weather Guard

Excellent Protection against UV Attack

For exterior surfaces or substrates that are subjected to continuous seepage or dampness, kindly use B&H Damp
Proof Clear Coat, before the top coat application.

Fantastic Shade Range

Excellent Anti-algal Performance

 6 - 9 sq.m/ltr**
65 - 100 sq. ft/ltr**

12 - 18 sq.m/ltr**
130 - 200 sq. ft/ltr**

APPLICATION OF PRIMER IS MANDATORY

1 Ltr 20 Ltr

MATT FINISH

SOFT GLOSS / SHEEN

RICH GLOSS / SHEEN

Contact: 9216190012
Barwala Road, Derabassi, Punjab - 140507
www.bnhgroup.in          info@bhelectrodes.com

10 Ltr4 Ltr


